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1. INTRODUCTION

1.1 PRODUCT OVERIVEW

The Central Management System (CMS) software offers a powerful and integrated solution for centrally

managing and monitoring. Running on Microsoft® Windows® 2000 or XP, CMS software can be accessed securely

from any compatible IE browser connection via HTTPS. Each CMS server can manage up to 256 recording cameras

simultaneously.

Friendly graphical interface with full functions for the advanced management, intelligent motion detection,

flexible scheduled recording and quick event search makes this CMS software excellent for every security demand.

1.2 SYSTEM DIAGRAM

This CMS software can connect up to 16 surveillance devices such as DVRs, video servers and IP cameras,

each device per channel, and monitor all locations at one server PC. The diagram below shows how this software

can be applied in the real situation for your reference.
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Icon Explanation Icon Explanation

Time Zoom In / Time Zoom Out: Press

these buttons to zoom in / zoom out the

time interval (60 days / 30 days / 7 days /

24 hours / 1 hour)

Play: Press this button to playback the

selected video clip.

Prev. Time Interval: Press this button to

show the previous time interval.

Prev. Frame: Press this button to show

the previous frame picture.

Next Time Interval: Press this button to

show the next time interval.

Next Frame: Press this button to show

the next frame picture.

Prev. 4 Channels: Press this button to

show the previous 4 channels.

OK: Press this button to confirm the

setting and close the window.

Next 4 Channels: Press this button to

show the next 4 channels.

Minimize: Press this button to minimize

the window.

View: Press this button to preview the

screen of the selected video clip

Close: Press this button to close the

window.

Tips: To select multiple record logs, you can use “Shift” or “Ctrl” key on your PC keyboard.
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7. SYSTEM

In this menu list, you can view or edit the general information of this program, user accounts, event logs, display

settings, sound settings and event notifications as described below.

In “System”, you can view the general information of this software and make some settings as described below:

1) System Name

Display the name of this software.

2) System Version

Display the current version used in this software.

3) Company Name

Display the name of the software provider.

4) Legal Copyright

Display the legal copyright.

5) Language

Display the current language used in this software.

6) Lock Desktop

Lock this application so that no one can return back to Windows® desktop. This can prevent any one from

shutting down the PC or disconnecting the network.

7) Database Operation

Select to regularly/manually rearrange the database, or clear all the data in the database.

Function Description

Auto Rearrange Database To automatically rearranging the database, check the check box and select

how long (1 to 8 weeks) and when the database will be rearranged.

Manual Rearrange Database To manually rearrange the database, press this button to immediately

perform this operation.

Reset Database To clear all records in the database, press this button.
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2) Port

Enter the port number to be used.

3) User Name

Enter the user name used by your E-mail account.

4) Password

Enter the password used by your E-mail account.

5) From

Enter your E-mail address.

6) To

Enter the E-mail address to which you want to send alerts. Press “Add”to key in the E-mail address, or “Delete”

to remove the targeted E-mail address.

FTP

If you want to upload alerts to FTP, select this tab and complete the following settings:

1) Server

Enter FTP IP address or domain name.

2) Port

Enter the port number to be used.

3) Path

Assign a specific location to save alerts in the FTP site.

4) User Name

Enter FTP user name.

5) Password

Enter FTP password.

Method

In this tab, you can select the way to send alerts for Motion Event / Alarm Event / Hard Disk Full, and select to

send alert attachments as “AVI”for “VSE”format.

Note: You also need to finish the setting of the chosen method to take effects.
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1) Motion Event

Select a method (Email / Ftp / Both) to send alerts, or not to send alerts (Disable) for this event from the

drop-down list. If you select a method, the channel selection drop-down list will be enabled for you to choose a

channel / several channels / all channels to send alerts.

2) Alarm Event

Select a method (Email / Ftp / Both) to send alerts, or not to send alerts (Disable) for this event from the

drop-down list. If you select a method, the channel selection drop-down list will be enabled for you to choose a

channel / several channels / all channels to send alerts.

3) Hard Disk Full

Select to send alerts (Enable), or not to send alerts (Disable) for this event from the drop-down list.

4) Attachment

Select to send alerts in AVI (Avi) or VSE (Vse) format.
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9. NETWORK

In this menu list, you can set the connection for each channel and decide whether to use the connection or not.

The function of each button is described below:

1) Detail

Press this button to set the connection setting for each channel.

Select one ID number to highlight the whole row to be edited. Then, press “Detail” to show the connection detail

window as shown below.

Tip: You can also quickly pop up the connection detail window by double-clicking the ID number.

Edit the connection details by clicking the right columns, and key in all the necessary information:

Function Description

General

Used Check the checkbox to enable the connection setting for the specified channel, or
uncheck to disable the connection setting.

Name Display the name of the channel. The default name is the channel number, or you can
rename the channel by clicking this column.

Type Select the device type from the drop-down list. You must choose the right type for the
connection to take effects.
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Function Description

Network

IP Address Enter the IP address for the surveillance device.

Port Enter the port number.

Protocol Select the correct protocol from the drop-down list if shown. The available options shown
vary depending on the device type you choose.

Parameters

Format Select the correct image format (JPEG / MPEG4) from the drop-down list if shown. The
available options shown vary depending on the device type you choose.

AV Option Select the correct audio / video setting (Video, Audio / Video, Audio) from the drop-down
list if shown. The available options shown vary depending on the device type you choose.

Frame Rate Enter the frame rate.

Resolution Select the correct resolution from the drop-down list. The available options shown vary
depending on the device type you choose.

Quality Select “High“/ “Middle“/ “Low”from the drop-down list.

User name Enter the user name to log in remotely.

Password Enter the password to log in remotely.

Others

Car Plate
Identification

Check the checkbox to enable the car plate identification for the specified channel, or
uncheck to disable this function.

Description Enter the additional note for this device, or leave this column blank.

Press “Apply”to save the settings and “Close”to return to “Network”window.

2) Search

Press this button to search the current available surveillance devices and their respective IP addresses and port

numbers under the same domain. The search window will pop up and list the devices found and their respective

IP addresses and port numbers.

To quickly apply the device found and its respective IP address and port number to the selected channel, press

“Apply”and “Close”. “Type”, “IP Address”and “Port”columns will be immediately updated for the selected

channel. Then, you can press “Detail” to show the connection detail window and edit other settings.

To search again, press “Update”to refresh the search list. To close this pop-up window, press “Close”.
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2) Server

Display the type of the device.

3) Device

Select one device channel for which you want to enable alarm / motion detection function.

4) Detect

Select to enable (ON) or disable (OFF) the motion detection function.

If this value is set to ON, please set the motion detection area by pressing “Setup”.

Note: Before setting the detection area, please make sure the channel you want to set is NOT showing
4- / 6- / 9- / 16-cut view, but the single-cut view, i.e. the device channel you want to set.
Otherwise, the view showing in the motion detection setup area will be 4- / 6- / 9- / 16-cut view
and you will not be able to set the detection area correctly. For the way to show a single device
channel, please refer to “DVR Command” in the section “4.4 Main Panel – DVR Command” at
page 7.

The motion detection setup area will be enabled and display the view of the selected channel. You will see a

similar screen as following:

Function Description

Close Exit the setup mode

Select all Set the whole area under detection

Clear all Set the whole area undetected

Apply Save the detection area setting

Use your mouse to set the detection area: Click the grid one by one, or drag and drop multiple grids all at once.

You can also set multiple areas under detection.

5) NS / LS / SS / TS / RE

They are the parameters for the detection sensitivity.

Parameter Suitable Device Description
NS MPEG4 video

server
Motion Detection Sensitivity. The smaller the value, the higher sensitivity
for motion detection.

The default value is 3.

LS DVR, JPEG /
MPEG4 video
server, IP camera

Level of Sensitivity, used to set the sensitivity of comparing two different
images. The smaller the value, the higher sensitivity for motion detection.

The default value is 7 (DVR, JPEG video server, IP camera) / 16 (MPEG4
video server).

SS DVR, JPEG /
MPEG4 video
server, IP camera

Spatial Sensitivity, used to set the sensitivity for detecting the size of one
object (the number of the grids) on the screen. The smaller the value, the
higher sensitivity for motion detection.

The default value is 3 (DVR, JPEG video server, IP camera) / 2 (MPEG4
video server).
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Parameter Suitable Device Description
TS DVR, JPEG video

server, IP camera
Time of Sensitivity, used to set the sensitivity regarding how long one
object stays in the detection area and triggers the recording. The smaller
the value, the higher sensitivity for motion detection.

The default value is 2.

RE DVR, JPEG video
server, IP camera

Reference, used to set a reference for detection.

The default value is 10.

6) Alarm

Select to enable (ON or High/Low) or disable (OFF) the alarm. The available options shown vary depending on

the device type of the selected channel.

7) Sensitivity

Choose one level of the motion detection sensitivity directly from the drop-down list only for MPEG4 video server

model: Lower / Low / Normal / High / Higher.

To customize the sensitivity, choose “Manual” from the drop-down list, and you can manually adjust the value for

NS, LS & SS.


